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ATTENTION INSTALLER (if other than owner): 
Please forward this instruction sheet to the purchaser of this 
product. These instructions contain valuable information 
necessary to the end user.

INTRODUCTION: These instructions describe the 
procedure for properly installing the LED Trunk Lift Handle
on the GL1800 model.

Review instructions carefully before beginning, as they
contain important information. Please retain for
future reference.

Particularly important information is distinguished in these 
instructions by the following notations:

NOTE: A NOTE provides key information to make 
procedures easier or clearer.

CAUTION:  A CAUTION indicates special procedures that 
must be followed to avoid damage to the motorcycle and/
or accessories.

WARNING!:  A WARNING indicates special procedures 
that must be followed to avoid injury to a motorcycle 
operator or person inspecting or repairing the motorcycle.

TOOLS REQUIRED:
1/8� & 5/16� drill bit and drill motor
Awl, scribe or other sharp, pointed tool
Solder, �ux, soldering iron and heat shrink tube
Tape & scissors

PROCEDURE:
1.   Place the motorcycle on the center stand, making sure it is 
      located on a smooth level surface.

2.   �Cut out the template that is included.  Tape the two 
sections together to make a one-piece template.

3. �  Tape the template to the rear trunk lid, aligning the template   
  with the trunk lid and the left and right rear lights.

NOTE: Make sure the center hole location on the template  
            is located directly over the center of the key hole so  
            it is centered on the trunk lid.

4. �  Tape the template to the trunk lid; again make sure the   
  template is in the correct location.

5. �  Mark the location of the three mounting holes and the hole  
  for the wiring with an awl or other sharp device.

6.   �Remove the template from the trunk lid.
7.   �Carefully drill the three mounting holes to 5/16�. We would 

suggest that you �rst drill a pilot hole and then enlarge the 
hole to its �nal diameter.

CAUTION:  Check the back side of the trunk lid to make  
                    sure there are no other obstructions to the holes  
                    that you are about to drill.

8.   Drill the 1/8� hole for the wire to route through.
9.   Clean and de-burr the four holes.
10. Install the LED trunk handle with the included hardware.  
      Place the washer onto the mounting screw and install the  
      screw through the trunk lid and into the trunk handle.  
      Do not fully tighten at this time.
NOTE:  Feed the wires through the wire hole before installing  
             the trunk handle.
11. Tighten the three mounting screws securely but do  
      not overtighten.
12. Route the to wire (one red and one black) to the wiring  
      harness in the back of the tour box.
13. Determine whether you want the LED lights to be lit when  
      the taillights are on or the brake lights are on.
14. Wire the black wire on the LED light to the ground, which  
      would be any green wire in the trunk harness and the red  
      wire to the appropriate wire in the trunk. If you desire the  
      LED light to be on with the taillight, use any brown with  
      white tracer wire. If you desire the LED light to be on with  
      the brake light, use any green with red tracer wire.

NOTE:  We recommend that all wires be connected by  
             soldering the wire connections and covering them with 
             heat shrink tubing.

WARNING!:  Before operating motorcycle, be sure all hardware  
                      is tight.
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Cut out Section A and Section B.
Tape together each to form one piece.
Use as guide to mark drill hole locations.

NOTE: Print PDF at 100% to ensure 
           correct template size.


