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Review instructions carefully before beginning, as they contain 
important information. Please retain for future reference.

Particularly important information is distinguished in these 
instructions by the following notations:

NOTE: A NOTE provides key information to make 
procedures easier or clearer.

CAUTION:  A CAUTION indicates special procedures that 
must be followed to avoid damage to the motorcycle and/ 
or accessories.

WARNING!:  A WARNING indicates special procedures 
that must be followed to avoid injury to a motorcycle 
operator or person inspecting or repairing the motorcycle.

DRAG SPECIALTIES 
WINGLEADER TRAILER WIRE HARNESS

P/N 2120-0021

INTRODUCTION: These instructions describe the 
procedure for properly installing the trailer wire harness on 
the GL1800 Gold Wing with ABS brakes.

PROCEDURE:
1.  Disconnect the negative battery cable from the battery.
2.  �Remove the rear fender panel on the rear of the bike. Use 

the 5mm hex key wrench to remove the five screws. There is 
one screw at each corner and one screw in the middle.

3. � �Locate the wire harness under the trunk. You will find a 
rubber boot that covers the wire connectors.

4.  �Move the boot off the connectors. Unplug the red three-pin 
connectors on the motorcycle.  

5.  �Install the two red three-pin connectors from the trailer wire 
harness into the two red three-pin connectors unplugged in 
Step 4.

6.  �Unplug the blue three-pin connectors on the motorcycle.
7.  �Install the blue three-pin connectors from the trailer wire 

harness into the two blue wire three-pin connectors 
unplugged in Step 6.

8.  �Unplug the two-pin connectors on the motorcycle.
9.  �Install the two-pin connectors from the trailer wire harness 

into the two-pin connectors unplugged in Step 8.
10.  �Replace the rubber boot over the wire connectors.
11.  �Locate the relay box on top of the inner fender.
12.  �Securely fasten the wire harness to the frame using 

cable ties.

WARNING!: Make certain that all parts are located and routed 
so that they will not come into contact with any moving parts.

13.  �Route the single red wire from the relay box, under the trunk 
on the left side and then to the battery.

14.  Connect the red wire to the positive terminal of the battery.
15.  Securely fasten the wires to the frame using cable ties.
16.  Re-install the rear fender panel using the original hardware.
17.  Re-connect the ground wire to the battery.
18.  Check operation of all lights on the motorcycle.
19.  �The following color code on the trailer wire harness must be 

observed when wiring to your trailer:

Wire harness = Trailer wiring
BROWN = Taillight
RED = Brake light
BLUE = Right turn signal
ORANGE = Left turn signal
GREEN = Ground

20.  Install the wiring harness plug to the trailer.
21.  �Check operation of all trailer lights. Make sure that they 

conform to the correct inputs from the rider.

WARNING!: Before operating motorcycle, be sure all hardware 
is tight.

ATTENTION INSTALLER (if other than owner): Please 
forward this Instruction Sheet to the purchaser of this 
product. These instructions contain valuable information 
necessary to the end user.


